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Hose Reel 
Enrouleur de tuyau 
Carrete para Manguera 
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Up to 


125' hose 
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Grass stake 



Strap for attaching garden 
hose to drum 




Recommended: Attach hose reel with 2 strips to wall, deck or ground. Make sure 
water tap is turned off. 



^ I c M y 1 



MY 




1 . Remove cap (possible water run off 

due to quality assurance 

process). Connect leader 

nose to the marked 

water inlet connection. 

Make sure the washer is in place. 



2. Tighten pressure reduction valve to 
leader hose. 



3. Connect hose with 
pressure reduction 
valve to the tap. 
Make sure the washer 
is in place. Leave tap 
turned off. 





4. Remove cap (possible water run off 
due to quality assurance process). 
Connect exit hose to the marked exit 
hose connection. 

Make sure hose is not kinked or twisted. 



5. Place exit hose end in flower bed or 

near a tree for best 

usage of excess water. 

Make sure exit hose is placed lower 

than hose reel and open 

end is not blocked. 




Connecting Garden Hose to Hose Reel 




2. Align hose lead with drum 3. Wind hose around drum 

connector (b) by rotating once and attach tightly to 

drum (c). Insert garden hose drum connector 

through the yelbw (make sure washer is in place), 
hose lead (a). 




7. Lay out a length of hose and turn on water 
to fill hose before attaching to drum. 



8. Attach hose to drum with strap 
as shown on page 6 figure 8. 
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9. Lift mode 
selector handle 
to rewind 
(ON) position. 



1 0. The hose reel will now 
collect the hose until it stops 
at the hose stop. 



1 1 . Push mode 
selector handle 
down to watering 
(OFF) position. 
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12. Turn off the tap. 



Your AutoRewind Hose Reel is now ready. 



Watering your Garden 




1 . Make sure mode selector 
handle is down in watering 
(OFF) position. 



2. Turn on the tap. 



3. Pull garden hose out as 
far as necessary. 




4. Water your garden. 



tutoRewInd 



Function 




1 . Turn off the nozzle. 

(Water left in hose will be 

emptied through exit hose 

automatically). 

Lay garden hose evenly 

on the ground. 
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2. Lift mode selector handle to 
rewind (ON) position. 




3. The hose reel will now collect 
the hose until it stops at the hose 
stop. 



Your AuteBemnd 
Hose Reel has 
now safely stored 
your garden hose 
until your 
next watering 
session. 



4. Push mode selector handle 
down to watering (OFF) position. 



5. Turn off the tap. 



Keeping the tap closed between watering 
sessions will ensure the long life 
of your/lfffuffeiv/ntf Hose Reel. 
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Trouble 


Possible cause 


REEL NOT 


a. Tap closed. 

b. Mode selector not in rewind position. 

c. Leader hose installed incorrectly, 

hose side to tap, reduction valve to reel. 

d. Drum or hose mechanically stuck. 

e. Extremely low water pressure (lower than 25 PSI). 

f. Blocked leader hose or exit hose. 






a. Tap partially open. 

b. Mode selector not in full rewind position 
( handle not lifted to its maximal level). 

c. Leader hose or exit hose partially blocked. 

d. Extremely low water pressure (lower than 25 PSI). 




a. Connectors not attached tightly. 

b. Missing connector seals (washers). 
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a. Mode selector not in full watering position 

( handle not pushed to maximal down position). 

b. Garden hose twisted or bent on drum in a way 
that causes blockage. 




Two Year Limited Warranty 



Hydro-Industries™ Tynat Ltd. warrants to the original purchaser of this product that the 
product will be free from defects in material and workmanship during normal and 
intended use for a period of two years from the date of original purchase. In the event 
of a product failure, please call customer service: 1-866-493-7638 
This limited warranty does not cover, and hereby specifically disclaims, coverage for 
any and all damage resulting from accident, misuse or abuse and from normal wear 
and tear. This limited warranty is valid only in the United States of America and confers 
specific legal rights. Other rights may vary from state to state. 

The foregoing limited warranty is the purchaser's exclusive remedy and is in lieu of all 
other warranties, either express or implied, including, but not limited to, any warranties 
of merchantability or fitness for a particular purpose. No representation, oral or written, 
by any Hydro-Industries™ Tynat Ltd. employee or agent shall in any way modify or 
extend this limited warranty. To the extent permitted by applicable law, 
Hydro-Industries™ Tynat Ltd. expressly disclaims any and all liabilities for any direct, 
indirect, special, incidental, or consequential damages resulting 
from the use of this product. 
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